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ELECTRICAL CONVERSION 

Wattage to Amperage 
 

Here’s a quick way to determine the electrical consumption of various UV Resources UV-C fixtures. 
You may easily view each fixture’s amperage based on the specific lamp used. 

Note: Amperage is calculated as Watts/Voltage=Amperage 

 
 

 

 Amperage @ 

120V 

Amperage 

@ 240V 

Amperage @ 

277V 

Product Lamp 
Size 

Total 
Watts 

1P, 50-
60Hz 

1P, 50-
60Hz 

1P, 50-60Hz 

RLM Xtreme 
61" 185 1.54 0.77 0.67 

33" 80 0.67 0.33 0.29 

 

DLX-N (2 lamps)* 
* Note amperage shown is for 

two lamps 

12" 55 0.46 0.23 0.20 

16" 72 0.60 0.30 0.26 

20" 90 0.75 0.38 0.32 

24" 124 1.03 0.52 0.45 

31" 148 1.24 0.62 0.53 

 

 

 

SLX 

16" 38 0.32 0.16 N/A 

20" 47 0.39 0.20 N/A 

24" 55 0.46 0.23 N/A 

31" 60 0.50 0.25 N/A 

36" 70 0.58 0.29 N/A 

40" 90 0.75 0.38 N/A 

48" 123 1.03 0.51 N/A 

 

GLO Upper Room 

12" 12 0.10 0.05 0.04 

22" 34 0.28 0.14 0.12 

34" 45 0.38 0.19 0.16 

 

 

 

X-Plus 

17" 11 0.09 0.05 N/A 

22" 26 0.22 0.11 N/A 

23" 30 0.25 0.13 N/A 

33" 41 0.34 0.17 N/A 

36" 46 0.38 0.19 N/A 

45" 61 0.51 0.25 N/A 

60" 73 0.61 0.30 N/A 

DEF SO 
22" 34 0.28 0.14 0.12 

34" 45 0.38 0.19 0.16 

DEF HO 
22" 54 0.45 0.23 0.19 

34" 80 0.67 0.33 0.29 

 

 

RLM-SS 

12" 16 0.13 0.07 0.06 

17" 20 0.17 0.08 0.07 

22" 25 0.21 0.10 0.09 

33" 41 0.34 0.17 0.15 

Hornet 
(Can be wired to a field-supplied 
24V step-down transformer) 

12" 16 0.13 N/A N/A 

17" 20 0.17 N/A N/A 

Stinger 
(Can be wired to a field-supplied 
24V step-down transformer) 

 

6.5" 

 

18 

 

0.15 

 

N/A 

 

N/A 

 


