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LAMPCONNECTOR

CABLE

SPRING CLIP SHOULD ALWAYS BE ATTACHED
TO LAMP END (NOT ON LAMP GLASS)

X-BOX MOUNTING LOCATIONS INCLUDE WALL
AND CEILING

SECURE EXTENSION CABLE TO VERTICAL
SUPPORT ON OPPOSITE DIE OF THE UV-C
LAMPS USING SS ZIP TIES

LAMP / LAMP CONNECTION MOUNT LOCATION:
RECOMEND TO PLACE AS CLOSE AS POSSIBLE
TO THE CENTER OF VERTICAL SUPPORTS
AND/OR CENTER OF ROWS

FOR EVEN NUMBER OF LAMP VERTICAL
SUPPORT(S), USE CENTER VERTICAL
SUPPORT TO MINIMIZE EXTENSION CABLE
LENGTH

THERE CAN BE UP TO 20 INCHES OF OVERLAP
OF LAMPS

FOR ODD NUMBER OF LAMP VERTICAL
SUPPORT(S), ORIENT THE LAST COLUMN
TOWARD THE FIXTURE TO MINIMIZE
EXTENSION CABLE LENGTH
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PROPRIETARY AND CONFIDENTIAL

THE INFORMATION CONTAINED IN THIS DRAWING IS
THE SOLE PROPERTY OF UVC COMPANY. ANY
REPRODUCTION IN PART OR AS A WHOLE WITHOUT
WRITTEN PERMISSION IS PROHIBITED

OTHERWISE SPECIFIED, STANDARD TOLERANCE APPLIES
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