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DE 24 - 247
DE 36 - 36" [T / mil
DE 42 - 427 \
NOTES: \\/ 185

1. UL/CUL LISTED.
2. WATERPROOF BALLAST. ar
3. WIRED FOR PnP INSTALLATION
4, HEAVY GAUGE STAINLESS STEEL CONSTRUCTION.
5. PRE-PUNCHED MOUNTING HOLES - #6 SCREWS. PROPRIETARY AND
6.2 - 1/ 2" ELECTRICAL KNOCKOUTS THE INFORMATION. CONTAINED IN THIS A 10/15/2024 INITIAL HAHN
7. WARNING LABELS INCLUDED WITH EACH FIXTURE. DRAVING IS THE SOLE PROPERTY OF UVC RELEAE

AS A WHOLE WITHOUT WRITTEN PERMISSION | REV DATE DESCRIPTION OF CHAGNE DFT

GENERAL: OTHERWISE SPECIFIED, STANDARD TOLERANCE SCALENDT DRAWN TO SGALBAGE X
1, REFER TO PRODUCT IOM FOR INSTALLATION DETAILS. APPLIES DECX] (DOUBLE END)
2. USE INTERLOCK SWITCHES ON ALL ACCESSES TO LAMPS. DEPT APPROVAL DATE l
3. CAUTION: NEVER LOOK AT LAWPS WHEN LIT — EYE AND SKIN — § e AATURE
DAMAGE MAY RESULT FROM EXPOSURE. UY REBOURCES. NO
ENGE 7 10002XXX A




