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PN XXCFEET) INCH METER
50000137-04 4 48 +/-15 | 121 +/- 04

DEFAULT DIMENSIONS IN INCHES
CORD LENGTH DETERMINED BY DASH
NUMBER IN FEET

50000137-04 = 4 FOOT

INSIDE SURFACE OF SEAL TO BE

EVENLY COATED WITH A THIN
LAYER OF DIELECTRIC GREASE

ML2X1 (INCLUDED).
/ NO GREASE ON ANY PINS

Ni2 FEMALE

1. UL/cUL LISTED
2. IP67 WATER & DUST PROTECTION
3. CABEL UV RESISTANAT

PN XXCFEET)
50000135-05 S
50000135-10 10
50000135-20 20

GENERAL: REFER TO PRODUCT INSTALLATION MANUAL FOR INSTALLATION DETAILS
REFERENCE INFORMATION ONLY
ANY MODIFICATION WILL VOID WARRANTY

PROPRIETARY AND CONFIDENTIAL —
THE INFORMATION CONTAINED IN THIS DRAWING A 10/01/2023 RELEAE HAHN
IS THE SOLE PROPERTY OF UV RESOURCES.
ANY REPRODUCTION IN PART OR AS A WHOLE | REV DATE DESCRIPTION OF CHAGNE DFT
WITHOUT WRITTEN PERMISSION IS PROHIBITED — v
OTHERWISE SPECIFIED, STANDARD |_NOT DRAWN TO SCALE [10F 1
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