SLN[X]™ UVC LAMP ASSEMBLY
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NOTES:
1. UL/CUL LISTED ABQK PENDING.
2. FOR OUTDOOR & INDOOR USE ONLY.
3. 20 AWG GALVANIZED, ASTM-A653/A924, POWDER COATED.

4, (1) 1/2" ELECTRICAL KNOCKOUTS. PROPRIETARY AND CONFIDENTIAL
5. (4) MOUNTING HOLES. THE INFORMATION CONTAINED IN THIS DRAWING IS A 0212772025 INITIAL RELEAE HAHN
THE SOLE PROPERTY OF UV RESOURCES. ANY
REPRODUCTION IN PART OR AS A WHOLE WITHOUT REV DATE DESCRIPTION OF CHAGNE DFT
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1. REFER TO PRODUCT IOM FOR INSTALLATION DETAILS. OTHERWISE SPECIFIED, STANDARD TOLERANGE APPLIES
2. USE INTERLOCK SWITCHES ON ALL ACCESSES TO LAMPS. SLN[X] MOUNTING OPTIONS

3. CAUTION: NEVER LOOK AT LAMPS WHEN LIT - EYE DEPT APPROVAL DATE l l
AND SKIN DAMAGE MAY RESULT FROM EXPOSURE. p— N\-‘ \l R
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