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NOTE 4
NOTES: REAR VIEW
1. ALL ALUMINUM CONSTRUCTION. (MOUNTING HOLES FOR ALL MODELS — SEE CHART) MODEL | A | W [LBS] | WALL MOUNTING HOLE | MOUNTING BRACKET
2. COMPUTER DESIGNED REFLECTOR. 0150 | 1425 | 6 ) 1 CENTERED
3. HOSPITAL GRADE U—GROUND POWER CORD. w2 T | 3 278 1" CENTERD
4.2 - 1/2" KNOCKOUTS FOR HARDWARE OPTIONS. G030 | 35 | 10 3456 11" CENTERED
5. MOUNTING KEY HOLES.
6. 120—277V POWER SUPPLY.
7. WARNING LABELS INCLUDED.
8. HIGH POWER UV—C LAMP.
9. BUILT-IN COVER SAFETY SWITCH.
10. ON/OFF POWER SWITCH. PROPRIETARY AND CONFIDENTIAL B 05/22/2025 FORMAT UPDATE HAHN
OTHER: THE INFORMATION CONTAINED IN THIS DRAWING IS A 06/24/2020 REVISED NTG HOLE DIMS
1. REFER TO PRODUCT IOM FOR INSTALLATION DETAILS. THE SOLE PROPERTY OF UV RESOURCES. ANY
REPRODUCTION IN PART OR AS A WHOLE WITHOUT REV DATE DESCRIPTION OF CHAGNE DFT
2. FIXTURE MUST BE MOUNTED 7 FEET OR HIGHER.
3. CAUTION: DO NOT OPERATE FIXTURE WITHOUT BAFFLES SECURED. WRITTEN PERMISSION S PROHIBITED SCALE | NoT DRAWN TOSCALE | PAGE | 10F1
4, CAUTION: DO NOT LOOK INTO A LIT FIXTURE AT ANY TIME. OTHERWISE SPECIFIED, STANDARD TOLERANCE APPLIES
5. CAUTION: TURN OFF FIXTURE WHEN SERVICING. GLO- UPPER AR UV=C FIXTURE
6. CAUTION: WEAR GOGGLES AND A FULL FACE MASK WHEN WORKING DEPT APPROVAL DATE d \
AROUND THIS UNIT. p— ‘/\ —
7. CAUTION: DO NOT LET ANY LIGHT STRIKE YOUR EYES WHEN , UV RESOURCES. DRAWING NO
DE~ENERGIZING. ENGR 41003522 | B
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