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SL[X] SPECIFICATION 

 

Ultraviolet Light Specification 

Coil Capacity Maintenance and Mold Control 

SL[X] Single Lamp High Output Fixture 
 

FIXTURING - is factory-assembled and tested. It has a powder coated galvanized steel housing, a 

“waterproof” power source, lamp socket, FEP coated lamp (recommended) and LED lamp/power 

supply monitor. Construction is designed to withstand typical HVAC/R environments. 

 

HOUSING INDOOR ONLY- is constructed of heavy-gauge stainless steel with 7/8” cut out on the 

housing’s bottom, sides and end for hard or soft wiring. The fixture is designed to be mounted and 

serviced from the exterior of its installation site; such that, the lamp protrudes into “conditioned” 

air. It can be externally mounted anywhere in an HVAC/R system or as shown on system plans. 

 

POWER SUPPLY – The power supply shall be UL Listed, 120-277VAC - 50/60Hz, HO type. They shall 

be High Power Factor, Low THD, Class P, Sound Rated “A”, Type 1 Outdoor designs with inherent 

Thermal Protection, no PCB’s and labeled for field wiring. They shall be capable of operating at 

temperatures of from 33°F to 170°F, while producing the specified output and organism destruction 

at no more than 10 Watts of power consumption for each square foot of treated, cross sectional 

plane. The power supply shall be capable of ensuring a minimum of 9000 hours of lamp life, and with 

85% of its initial output at end of the lamp useful life. The power supply shall be protected against 

“end of lamp life” conditions. 

 

SOCKET - are standard 4-pin types constructed of a UV-C resistant polycarbonate for long life and 

serviceability. 

 

LAMPS - They shall be high output (HO), T5 diameter, hot cathode, single-ended 4-pin types that 

produce UV-C energy primarily at the 254nm wavelength. Each lamp shall contain no more than 12 

mg of mercury and be capable of operating in air temperatures of 33°F to 170°F, at any velocity. 

Useful lamp life shall be 9000 hours (minimum) with no more than a 15% output loss at the end of 

the lamps life. They shall not produce measurable ozone. 

 

INDEPENDENT TESTING - is in conformance with all safety requirements of Underwriters 

Laboratories (ABQK). 


