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ENCAPSULATED WITH TEFLON 4 PIN LAMP (STD BASE) 1"BASE
LB ; § ued= © NOTES:
1" EXTENDED FLVENT—, 1. UL/CUL LISTED ABQK.
ZBASE 2. NEMA 4X ENCLOSURE FOR OUTDOOR OR INDOOR USE.
3. TWIST-ON LID WITH WATERPROOF GASKET.
4, FOR USE WITH SO LAMP LENGTHS 17"-60".
5. (4) 1/2” ELECTRICAL KNOCKOUTS.
6. LOCKING PADLOCK EYELETS (TAMPER PROOF).
' DM LAMP OPTION LIST 7. (4) MOUNTING HOLES.
(INCH) PN DESCRIPTION 8. POWER SUPPLY SAFETY SWITCH INCLUDED.
15.75 | 57035559 | SEL 17" Single Ended Standard Output Encapsulamp — Single Pack Includes ONE Each
21 57015559 | SEL 23" Single Ended Standard Output EncapsuLamp—Extended Base — Single Pack Includes ONE Each GENERAL:
32 55065559 | SEL 33" Single Ended Standard Output EncapsuLamp — Single Pack Includes ONE Each 1. REFER TO PRODUCT IOM FOR INSTALLATION DETAILS.
35 57075559 | SEL 36" Single Ended Standard Output EncapsuLamp—Extended Base — Single Pack Includes ONE Each 2. USE INTERLOCK SWITCHES ON ALL ACCESSES TO LAMPS
44 57085559 | SEL 45" Single Ended Standard Output Encapsulamp-—Extended Base — Single Pack Includes ONE Each ' . _ ’
59 57095559 | SEL 60" Single Ended Standard Output Encapsulamp-—Extended Base — Single Pack Includes ONE Each 3. o>%\.,_._ro>ﬂ.m z%xx_m.m%v ﬁ.x%nzmm_u%m_._mum_._._. BYE AND SKN
* CONTACT FACTORY FOR USE WITH 277VAC. ’
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